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COST EFFECTIVE FILTRATION

FTC introduces its new 240 Emerald Series “Mini
Oil Guzzler” cartridge for eliminating oil from
water.

The media in this unique cartridge combines the
effects of adsorption and absorption to enhance
its oil removal efficiency. The components of
construction for this particular cartridge are
polypropylene and a non-toxic, non-hazardous,
non-corrosive, environmentally friendly petroleum
bonding agent.

One 240 “MINI OIL GUZZLER” is designed to
hold one liter of oil before reaching the maximum
differential pressure of 35 PSI. The rapid differen-
tial pressure increase mechanism provides a
positive indication of cartridge change-out time
prior to anyoil bypass.
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CONTAMINANTS REMOVED SEPARATION EFFICIENCY

1, 1, 2-Trichloroethane

1, 1-Dichloroethane OIL HOLDING CAPACITY

1, 1-Dichloroethylene

1, 2, 3-Trichloropropane DATA FOR 240 “MINI OIL GUZZLER” @ 40 INCHES LENGTH

1, 2-Dichloroethane OIL CHALLENGE OF 400 PPM WITH LESS THAN 5 PPM OIL EFFLUENT
1, 2-Dichloropropane
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EMERALD SERIES 9 - Polyester MEDIA LENGTH END CAP
SERIES NUMBER  outerwrap H -Hydrocarbon 30 - 30" 1-Doe
24 -2.5"0D Removal Polymer 40 - 40” 2. 0fing

3 Doe w/spring

Notice: The information presented here is based on tests and data which FTC believes to be reliable, but their accuracy or completeness is not guaranteed.
FTC MAKES NO WARRANTIES, EXPRESS OR IMPLIED, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR MERCHANTABILITY OR FITNESS FOR A PARTICULAR
PURPOSE. The determination of whether the FTC product is fit for a particular purpose or application is the responsibility of the user.
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